AIR AGITATORS

MAH-1A : Powerful type equipped with a built-in speed Rotation Air con- Max. air :
reducer. Model No. OUtputsS|Torgles speed* sumption* | pressure Weight
W N-m min-! L/min(cfm) MPa(PSI) kg(lbs)(0z)
MA-G: Turning speed is controllable by using a MAH-1A 277 6.8 390 400(14.1) 2.0(4.409)(70.5)
convenient handle. MA-G 45 0.45 1,000 180(6.4) 3.2(7.055)(112.9)
. ) ) MAF-2 100 1.0 1,000 230(8.1) 0.49(71) | 2.9(6.393)(102.3)
MAF-2 : FIange_ type whlch can be secured to the lid of MA-S 5 045 1,000 180(6.4) 7.6(16.755)(268.1)
the paint container. MA-P 45 0.45 1,000 180(6.4) 2.9(6.393)(102.3)
MA-S : Holds an 18-liter paint can or pa”. One-touch * Speciflcations of an air motor of maximum output.
detachment of the stirring shaft and blades for MAF-21
easy cleaning. . Max. output (air motor) Rotation Start
. . Reduction - . - speed on
MA-P : Hook type, secures to an 18-liter paint can or ratio Output Torque Rotation speed | Air consumption | “no-load torque
ail can | N-m min~! L/min(cfm) min~’ N-m
P : 15 6 180 360 9
MAF-21 : Ideal for large-capacity paint in the flange type. 1/10 110 12 90 260(9.2) 180 18
MA-G-K : The blade opens only when rotating. 122 122 gg 19200 gg
No necessary to cut the paint can completely Max. operation air pressure - 0.49MPa (71PSI) _Weight : 11kg(24.2511bs)(388.002)
(For MAH-1A, MA-G).
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"EQUIPMENT FOR CORROSION PREVENTION

& UNDERBODY AREAS

Engine Cleaner EC-7

ldeal for spray cleaning oil to wash away grease
and dirt from auto engines and other general

machinery.

Body Under Schutz Spray Gun BS-2
Ideal for spraying rust-proofing, anticorrosion, and
vibration-damping paint onto auto fenders, trunks,
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EC-7

® Options for grip way (EC-7).

® The pipe angle can
be adjusted 360°.

Free adjustable
nozzle (EC-7).

o

o
hoods and other parts. ]v BS-2 L
Nozzle Spraying Air Liquid spraying 7 Required ]
Model No. bore pressure consumption volume F;e;]t;%ren ngy'gt:;ﬁd Corgﬁtﬁts of Weight Others
mm(in) MPa(PSI) L/min(cfm) mL/min kw g(Ibs)(0z) mm(in)
EC-7* 3.0(0.118) 0.3(44) 55(1.9) 450** Round Suction 0.4 350(0.77)(12.3) | Pipe length : 240(9.449)
BS-2*** 7.0(0.276) 0.29(42) 190(6.7) — 0.75~1.5 390(0.6)(13.8) =

* Pipe length of 500mm(19.685), 750mm(29.528) and 1,000(39.370) is available.

® Airinlet : G1/4

*% Liquid spraing volume should be used by water.

*** Paint cups 10SC and 10SLB are available for BS-2-11.

"CAULKING GUN

o Length Weight f For dowel For tenon
Model No. Fluid inlet mm(in) g(lbs)(0z) Fluid nozzle omm(in) omm(in)
CA G1/4 188.9(7.437) | 180(0.401bs)(6.30z) | Including 2 kinds | 1.5(0.059)X2 holes | 3(0.118)X1 hole
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